&%, suavanc ve

2 Drive Motion Drive Passion

DC Brushless Motor

PG-42GM

67 & 68 TYPE

SM2 R ~F / Appearance Size

Connector Type:JST XHP-5
Wire Length:280£20mm

Parallel Key a!
f [J‘S 3><3><15J 2 Motor ﬂ(mqe Pin No| Color Function Wire Spec
JIS B1301-1996 ] Red U
DSO _>> ‘>> o 2 Black v UL1430 1BAWG
1 o — 3 White W
o (=} 4 Blue GND
+ — j R 5| Yellow HU
$ o~ 6 Brown HV ULT430 26AWG
L = by 11 7 Gray HW
8 Green | Vcc(3.3~5V)
Ae
25.15+0.5 L+0.5 66+0.3
B @ unit:mm
P iR 6 S i 5B & 3 [E/ Gear Motor Torque & Speed
FIELE  EAREAD EREE HIELE RN EREE WELE  EEEA EIREE
Reduction ratio Rated torque (kgf-cm) Rated speed (rpm) Reduction ratio Rated torque (kgf-cm) Rated speed (rpm) Reduction ratio Rated torque (kgf-cm) Rated speed (rpm)
1/4 (3.71) 4.7 809 1/14 (13.73) 16.5 218 1/51 (50.90) 57.0 58.9
1/4 (4.29) 55 700 1/16 (15.88) 191 189 1/59 (58.87) 659 51.0
1/5(5.18) 6.6 579 1/18 (18.37) 22.0 163 1/68 (68.08) 76.2 44.1
1/7(6.75) 8.6 444 1/19 (19.20) 23.0 156 1/71(71.17) 79.1 42.2
1/22 (22.21) 26.7 135 1/79 (78.73) 88.2 38.1
R HJEEE
Output torque and 1/25(25.02) 300 120 1/93(92.71) 1038 324
speed 1/27 (26.85) 32.2 112 1/95(95.19) 106.6 315
1/29 (28.93) 347 104 1/107 (107.22) 120.1 28.0
1/35(34.98) 42.0 86 1/115 (115.09) 1289 26.1
1/46 (45.56) 54.7 66 1/130 (129.63) 135.0 235
1/139 (139.15) 135.0 22.2
1/150 (149.92) 135.0 21.0
1/169 (168.85) 135.0 19.0
1/181(181.26) 135.0 18.0
1/195 (195.28) 135.0 169
1/236 (236.10) 135.0 14.3
1/308 (307.55) 135.0 1.3
RE (mm)
Length (L), max 513 704 83.8
EREFESEE
Weight (g), approx. 8 830 940
FEEERERIT/ Motor Data
EIEEER ERRN EREE EBER A EEE JBETEER EELH A
Rated volt (V) Rated torque (kgf-cm) Rated speed (rpm) Rated current (A) No load speed (rpm) No load current (A) Rated output (W)
12 1.6 3000 <58 3800 <07 49.2
24 1.6 3000 <3 3800 <044 49.2
FEiZEEEB24F 1%/ Motor Characteristics
Po EF | N BLA-4266 Po EF | N : BLA-4266
EF 0
9% 80 3 4000 | EF Po P 12V 04 80 20 4000 | N [ 24V
N >< \/I
48 40 16 2000 m 52 40 10 2000
w % A rpm w % A rpm
T(gf-cm) 2000 4000 6000 8000 10000 12000 T(gf-cm) 2000 4000 6000 8000 10000 12000
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